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Any prospective Motor Body Repairer (MBR) applying to join the PMD network of service providers will be required to adhere 
to the following set of technical requirements. Each applicant will need to complete the self-assessment form indicating the 
relevant compliance to these requirements and attaching supporting evidence where requested. Only service providers with 
full compliance to the technical requirements will be considered for a place in the PMD network. Upon successful appointment 
to the network, the MBR may be subject to a physical on-site inspection by a member of the PMD team within 6 months of the 
commencement of the service level agreement. 

1. Reception / facilities requirements 
1.1.	 Dedicated, staffed, clean, usable reception area
1.2.	 Clearly marked and safe client parking
1.3.	 Relevant health and safety criteria in place
1.4.	 Fire extinguishers installed, demarcated and serviced according to the health and safety standards
1.5.	 Clearly visible emergency exit signs displayed
1.6.	 Necessary PPE equipment available and in working order

2.	 Corporate Governance Requirements 
2.1.	 Compliance:
	 2.1.1.	 B-BBEE Certificate
	 2.1.2.	 VAT registration certificate
	 2.1.3.	 CIPC Certificate
	 2.1.4.	 Tax clearing certificate

2.2.	 SAMBRA:
	 2.2.1.	 Letter of good standing
	 2.2.2.	 SAMBRA registration number 

2.3.	 Motor trader’s insurance:
	 2.3.1.	 Motor trader’s internal insurance policy 
	 2.3.2.	 Motor trader’s external insurance policy 
	 2.3.3.	 Motor trader’s 3rd party insurance policy 

2.4.	 Workman’s compensation RMA number 

2.5.	 Liability insurance:
	 2.5.1.	 Product liability insurance policy 
	 2.5.2.	 Public liability insurance policy 

2.6.	 Minimum 3-year warranty on workmanship, paint and a manufactures warranty on parts 

3.	 Work Shop Requirements (Photographic evidence required) 
3.1.	 Dedicate well-lit areas:
	 3.1.1.	 Panel beating bay 
	 3.1.2.	 Stripping and assembly bay 
	 3.1.3.	 Paint preparation bay 
	 3.1.4.	 Polishing bay
	 3.1.5.	 Inspection bay
	 3.1.6.	 Delivery bay

3.2.	 Dedicated parts storeroom
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4.	 Paint shop requirements
4.1.	 A fully functional spray booth complete with:
	 4.1.1.	 Intake and exhaust system
	 4.1.2.	 Air filters
	 4.1.3.	 Heating system
	 4.1.4.	 Control system, lighting switch, timer switch, temperature and pressure gauges
	 4.1.5.	 Approved compliance certificate (supporting documentation required) 

4.2.	 A fully functioning paint mixing room complete with:
	 4.2.1.	 Mixer
	 4.2.2.	 Calibrated scale
	 4.2.3.	 Computer

4.3.	 Fully functioning spray-painting equipment complete with:
	 4.3.1.	 Compressor with inline liquid and particle filer
	 4.3.2.	 Compression in designated area
	 4.3.3.	 Spray guns compatible with the relevant vehicle paint
	 4.3.4.	 Airlines in good condition
	 4.3.5.	 Cleaning station
	 4.3.6.	 Suitable and adequate paint stands
	 4.3.7.	 Separate guns for: Primer, Colour, Polyester and Rubberizing
	 4.3.8.	 Under floor/ side extraction in the pain preparation bay or a primer bay with extraction and filtration
	 4.3.9.	 Spray painters suits available to ensure protection from clothes damage and chemical contact
	 4.3.10.	Disposable respiratory masks available for every new job

5.	 Panelbeating Bay Requirements
5.1.	 A fully functional chassis pulling machine
5.2.	 Chassis machine complete with:
	 5.2.1.	 Hydraulic equipment
	 5.2.2.	 Measuring system
	 5.2.3.	 Variety of pulling clamps
	 5.2.4.	 Variety of pulling chains
	 5.2.5.	 Vehicle holding clamps

5.3.	 Comprehensive collection of repair equipment:
	 5.3.1.	 Pulling equipment: Porta power jack, Speed bench, Korek, Pulling ram
	 5.3.2.	 Cutting equipment: Air saw, Grinder, Spot Weld Drill, cutting torch
	 5.3.3.	 Welding equipment: Co2 welder, Spot welder
	 5.3.4.	� General tools: trolley jack, trestles, spanner set, socket set, screwdriver set, spline set, plier set, drill bits, clip 

remover tools
	 5.3.5.	 Panel beating equipment: dent puller, panel beating hammer, dolly set, body file, pin file, filler files, chisels
	 5.3.6.	 Vehicle lift: two post hoist, four post hoist
	 5.3.7.	� Testing equipment: diagnostic tool, headlamp levelling tool, engine compression tester, radiator pressure tester, 

battery protector (ant zap), Battery tester

6.	 Staffing requirements
6.1.	 The following staff need to be full-time employed:
	 6.1.1.	 Qualified panelbeater
	 6.1.2.	 Qualified spray painter
	 6.1.3.	 Dedicated quality controller
	 6.1.4.	 Polishing technician
	 6.1.5.	 Strip and assembling technician
	 6.1.6.	 Paintshop prep technician

	 6.1.7.	 Dedicated cleaner
	 6.1.8.	 Vehicle estimator
	 6.1.9.	 Customer liaison officer
	 6.1.10	 Receptionist 
	 6.1.11.	�Dedicated finance / costing /  

invoicing resource


